
Function

The dirt separator separates off the impurities, which are mainly made 
up of sand and rust particles, circulating within the closed circuits of a 
system. They are collected in a large collection chamber that does not 
require frequent cleaning, and from which they can be removed even 
while the system is in operation.

ferrous impurities.

with a very low pressure drop.
Some series of dirt separators are supplied complete with hot pre-
formed shell insulation to ensure perfect thermal insulation when used 
with both hot and chilled water.

Product range

5462 series DIRTCAL ® )”2( 05 ND ;)”2/1 1( 04 ND ;)”4/1 1( 23 ND ;)”1( 52 ND ;)”4/3( 02 ND sezis sepip latnoziroh rof rotarapes trid 

5463 series DIRTMAG ®�dirt separator for horizontal pipes with magnet and insulation 

   sizes DN 20 (3/4”); DN 25 (1”); DN 32 (1 1/4”); DN 40 (1 1/2”); DN 50 (2”)

5463 series DIRTMAG ® )”2( 05 ND ;)”2/1 1( 04 ND ;)”4/1 1( 23 ND ;)”1( 52 ND ;)”4/3( 02 ND sezis sepip latnoziroh rof rotarapes trid 

5468 series DIRTMAG ®

5468 series DIRTMAG ®  dirt separator for vertical pipes with magnet sizes DN 20 (3/4”); DN 25 (1”)

5465 series DIRTCAL ®

5466 series DIRTMAG ®

5466 series DIRTMAG ®

5469 series DIRTCAL ®  dirt separator for vertical pipes sizes DN 20 (3/4”); DN 25 (1”)

01137/23 EN
replaces 01137/18 GB

Reference documentation

- Tech. Broch. 01054  MINICAL ® – VALCAL ®  automatic air vent valves 5020 - 

5021 - 5022 series

- Tech. Broch. 01031  MAXCAL ®  automatic air vent valve for heating, cooling 

and refrigeration systems. 501 series

                                       series                            

  

 Materials:

  Body:   leets detaoc niser yxope  S357BC 2891 NE ssarb
  Dirt collection chamber: brass EN 12165 CW617N -
 Top cap:   N716WC 56121 NE ssarb N716WC 46121 NE ssarb

  :tnemele lanretnI   PA66G30 (stainless steel, 5468 5468-9 series) stainless steel EN 10088-3 (AISI 302)
    (5466 stainless steel EN 10088-3 (AISI 302) and HDPE
 Hydraulic seals: 
 Drain cock: N716WC 56121 NE ssarb N716WC 56121 NE ssarb
 Pocket:  brass EN 12165 CW617N
 
 Performance:

 Medium:  water, glycol solutions water, non-hazardous glycol solutions excluded
      from the guidelines of directive 67/548/EC
 Maximum percentage of glycol: 50 % 50 % 
 Max. working pressure: 10 bar 10 bar
 Working temperature range: )C° 001–0 6645( C° 011–0 C° 011–0

 5 ot nwod )3645 ,2645( :gnitar noitarapes elcitraP μ  5 ot nwod    m μm
T 574,0 x 7  56 ND–05 ND )seires 6645( T 3,0 x 2 )seires 8645 ,3645( :tengam fo noitcudni citengaM 

    (5466 series) DN 80–DN 150 12 x 0,475 T
    DN 200–DN 300  3 x 17 x 0,475 T
 
 Connections:

 Main:  3/4”, 1”, 1 1/4”, 1 1/2”, 2” F  (DN 50–150) PN 16; (DN 200–300) PN 10
   
 Probe holder:  DN 200–DN 300, inlet/outlet 1/2”F 
 Top:  )pac htiw( M ”4/3  )gulp htiw( F ”2/1
 Drain:  hose connection (DN 50–DN 150) 1” F; (DN 200–DN 300) 2” F

Technical specifications

DIRTCAL
® - DIRTMAG

® dirt separators

5462 - 5463 - 5465 series 

5466 - 5468 - 5469



Technical specifications of insulation for 5462* and 5463 
series 

EPP :lairetaM
Thickness: 25 mm
Density: 60 g/l
Thermal conductivity (ISO 8301):  at 10 °C: 0,039 W/(m·K)

C° 011–0 :egnar erutarepmet gnikroW

* Optional insulation, code CBN5462..

Technical specification of insulation for flanged versions from 
DN 50 to DN 100

Inner part
Material: rigid closed cell expanded polyurethane foam
Thickness: 60 mm
Density: 45 kg/m 3

Thermal conductivity (ISO 2581): 0,023 W/(m·K)
C° 501–0 :egnar erutarepmet gnikroW

Head covers
Heat moulded material: PS

External cover

Thickness: 0.7 mm

Technical specifications of insulation for flanged models  DN 
125 and DN 150

Inner part
X-EP dednapxe llec desolc :lairetaM

Thickness: 60 mm
Density:  - inner part: 30 kg/m 3

m/gk 08 :trap retuo -              3

Thermal conductivity (ISO 2581):  - at 0 °C: 0,038 W/(m·K)
                                                - at 40 °C: 0,045 W/(m·K)

C° 001–0 :egnar erutarepmet gnikroW

External cover

Thickness: 0.7 mm





Top connection

The connection on the top of the dirt separator can be 

used to install an automatic air vent valve, code 502040 

MINICAL ®  for the threaded version (A) or code 501500 

MAXCAL ®

Maintenance

To carry out maintenance (in threaded models for 

horizontal pipes) (C), simply use a 26 mm hexagonal 

wrench (1) to unscrew the dirt collection chamber to 

for cleaning purposes. For vertical pipe models (D), only 

the dirt collection chamber may be unscrewed for cleaning 

procedures, without the whole internal element being removed.

Insulation

Flanged DIRTCAL ®  (DN  50–DN 

150) and DIRTMAG ® devices are 

supplied complete with hot pre-

formed shell insulation (H - I).

This system ensures not only 

perfect thermal insulation, but 

also the watertightness required to 

prevent water vapour entering the 

device from outside. 

For this reason, this type of 

insulation may also be used in 

chilled water circuits as it prevents 

condensation from forming on the 

surface of the valve body.

Draining off with the system 

running

The dirt separator collection 

chamber is equipped with a ball 

shut-off cock with special lever in 

the threaded version (E), and with 

These valves can be used to 

drain off the impurities which have 

collected at the bottom of the dirt 

separator, even while the system is 

in operation. In the version with a 

magnet, the procedures described 

must be carried out after the magnet 

has been removed (G and H).  

is taken out after the knob has 
been unscrewed (G).
To make its extraction easier, 
the magnet splits into several 
segments.



Separation efficiency

The capacity for separating the impurities in the medium 

circulating in the closed circuits of the systems basically 

depends on three parameters:

1) it increases as particle size and mass increases. The larger 

and heavier particles drop before the lighter ones. 

2) it increases as the speed decreases. If the speed 

decreases, there is a calm zone inside the dirt separator 

and the particles separate more easily.

3) it increases as the number of recirculations increases. The 

separator a number of times during operation, is subjected 

to a progressive separation action  until all impurities have 

been completely eliminated. 

®  and DIRTMAG ®  dirt separators, thanks 

to the special design of the internal element, are able to 

completely separate the impurities in the circuit down to a 

minimum particle size of 5 μm.

The graph shown opposite, summarising the tests conducted 

in a specialised laboratory (TNO - Science and Industry), 

illustrates how the DIRTCAL ®  and DIRTMAG ®  dirt separators

(5462, 5463, 5465 and 5466 series) are capable of quickly 

separating almost all the impurities present. After only 50 

recirculations - approximately one day of operation - up to 

100 % of particles with a diameter over 100 μm are effectively 

removed from the circuit, and on average up to 80 % when 

taking the smallest particles into account. The continual 

passage of the medium during normal operation of the 

system gradually leads to complete dirt separation.

Reduced pressure drops

A normal Y-strainer performs its function via a metal mesh 

selected for the size of the largest particle. The medium 

therefore has a consequent initial pressure drop that increases 

as the degree of clogging increases.

Whereas, the dirt separator carries out its action by the 

particles striking the internal element and subsequentl y 

dropping into the collection chamber as a result of gravity. The 

consequent pressure drops are greatly reduced and are not 

affected by the amount of impurities collected. The graph 

opposite shows a comparison of the differences in pressure 

drop between the two types of device.

Installation

The dirt separator should preferably be installed on the return circuit upstream 

of the boiler. This enables it to intercept any impurities already present in the 

dirt separator should always be installed vertically and ideally upstream of 

dirt separators. A space of at least 16 cm should be left underneath the dirt 

separator for the 5466 series, to allow removal of the magnet.  



5462 series DIRTCAL ®

Dirt separator for horizontal pipes. Size DN 20 (from DN 20 to DN 50); connections 3/4" (from 3/4” to 2”) F (ISO 228-1). Top 
connection 1/2” F (with cap). Drain with hose connection. Brass dirt collection chamber and body. PA66G30 internal element. 
EPDM hydraulic seals. Brass drain cock. Medium water and glycol solutions; max. percentage of glycol 50 %. Maximum 
working pressure 10 bar. Working temperature range 0–110 °C. Particle separation rating down to 5 μm. PATENT.  

5463 - 5468 series DIRTMAG ®

Dirt separator with magnet for horizontal or vertical pipes. Horizontal size DN 20 (from DN 20 to DN 50); connections 3/4" 

pipe (Ø 22 and Ø 28). Top connection 1/2” F (with cap). Drain with hose connection. Brass dirt collection chamber and body. 
PA66G30 internal element. EPDM hydraulic seals. Brass drain cock. Medium water and glycol solutions; max. percentage of 
glycol 50 %. Maximum working pressure 10 bar. Particle separation rating down to 5 μm (5463). Hot pre-formed shell 
insulation in expanded closed cell PE-X. Working temperature range 0–110 °C. PCT - INTERNATIONAL APPLICATION 
PENDING.

5465 series DIRTCAL ®
 - 5466 series DIRTMAG ®

  

DN 50 to DN 150); 2” F (from DN 200 to DN 300). Epoxy resin coated steel body. Stainless steel internal element. Hydraulic 

67/548; maximum percentage of glycol 50 %. Maximum working pressure 10 bar. Working temperature range 0–110 °C (5466 
series 0–100 °C). Particle separation rating down to 5 μm. Rigid closed cell expanded polyurethane foam shell insulation for 

Working temperature range 0–105 °C (0–100 °C for DN 125, DN 150 and 5466 series). Floor supports for sizes DN 200 (from 
    )T 574,0 x 21 051–08 ND( T 574,0 x 7 :56-05 ND ,seires 6645 rof tengam eht fo noitcudni citengaM .)003 ND ot 002 ND

(DN 200–DN 300 3 x 17 x 0,475 T). 

5469 series DIRTCAL ®
  

Dirt separator for vertical pipes. Size DN 20 (DN 20 and DN 25); connections 3/4" (3/4” And 1”) F (ISO 228-1). Brass dirt 
collection chamber and body. Steel internal element. EPDM hydraulic seals. Brass drain cock. Drain with hose connection. 
Medium water and glycol solutions; max. percentage of glycol 50 %. Maximum working pressure 10 bar. Working temperature 
range 0–110 °C. 

SPECIFICATION SUMMARY
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We reserve the right to make changes and improvements to our products and the related technical data in this publication, at any time and without prior notice.


